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CONCARE B 14 is a cement additive in 

powder form. It is useful for improving 

many properties of concrete including 

using untreated water (upto even sea 

water) for concreting without any 

adverse effect. 

 

Uses: 

CONCARE B 14 is useful where 

important concrete parameters like 

durability, reinforcement corrosion 

control, water tightness etc are of high 

significance. untreated water (upto 

even sea water) also can be used for 

manufacturing concrete / mortar 

without affecting important properties. 

 

Advantages: 

• It improves alkalinity of 

concrete mass. 

• It improves durability of 

concrete mass. 

• It improves compactness and 

significantly reduces water 

permeability of concrete mass. 

• It resists Chloride attack in wet 

as well as hardened stage as 

per ASTM C-114-07. 

• It compensates shrinkage as 

per ASTM C-113 - 14. 

• It predominantly reduces 

reinforcement corrosion as per 

ASTM G-109 – 07 (2013). 

• It saves cement equivalent to 

double the quantity of 

CONCARE B 14. 

• It saves precious drinking water 

used for construction activities. 

• It is free of Chlorides and 

Sulphates. 

• It doesn’t generate pollution or 

effluent at any stage. 

 

Standards: 

Construction activities carried out with 

CONCARE B 14 meet with all relevant 

/ applicable Indian standard (IS 456), 

American standard and British 

standard. 

 

Description: 

CONCARE B 14 is a powder to improve 

the fundamental properties of 

concrete and mortar. Improvement in 

durability with help of extra ordinary 

water tightness, significant reduction 

in reinforcement corrosion and high 

resistance to chloride attack at wet as 

well as at hardened stages of concrete 

are distinctly observed with use of 

CONCARE B 14 in construction 

activities. 

 

Physical properties: 

Appearance Blackish gray 

powder. 

Chlorides Nil 

Sulphates Nil 

Consistency 51.25 % (IS 4031) 

Soundness (Le 

Chatleier 

method)  

3.00 mm. 

Fineness in 

Blaine 

324 Kg/M2. 

 

Application Instructions: 

CONCARE B 14 is to be mixed with 

cement before mixing it with water or 

concrete / mortar mix in following 

dose. 

1. 3 % of weight of cement upto 

cement content 380 Kg/M3 of 

concrete 

2. 5 % of weight of cement for 

cement content more than 380 

Kg/M3 of concrete. 
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Compatibility:- 

CONCARE B 14 is not affected by any 

other construction chemical added to 

concreting for imparting special 

properties to concrete. 

Health and safety aspect:- 

CONCARE B 14 is non toxic, non 

explosive and non flammable. Its 

handling is not injurious to health. 

However it is advisable to use hand 

gloves on hand, protective glasses 

over eyes and muff covering nose 

while handling it. Powder going inside 

eyes should be immediately washed 

out with clean water followed by 

medical advice. 

 

Packing: 

CONCARE B 14 is available in packing 

of 25 Kg bags.  

 

Precaution: 

CONCARE B 14 should be strictly 

stored in moisture free area. It must 

be protected from getting in contact 

with moisture or humidity or water 

before it is taken for use. 

 

Shelf Life: 

CONCARE B 14 doesn’t degrade until it 

comes in direct contact with humidity 

or moisture or water before it is taken 

for use.  

 

Support: 

“Natural Solution” offers all technical 

support as well as technical assistance 

for use of CONCARE B 14 at site to 

fetch desired results of improving 

properties of concrete and mortar. 

 

 

 

 

Manufactured by: 

Natural solution 

Registered office: 

SAHAJ, Sundar Pan Gali,  

Sant Kabir Road, Near Gandigate, 

Vadodara, Gujarat, India 

India 390 001. 

 

 

 

Solely Marketed by: 

M/s Poly Flex 

A 229, Antophill Wearhousing 

Complex, 

Vidyalankar College Road,  

Wadala (East) 

Mumbai 400 037 

Phone: +91 (22) 40655333 

Website: www.polyflex.co.in 

Email: polyflex@polyflex.co.in 

 

 


