CONCAREBI4”

Concreting with Untreated Water™

CONCARE B-14 is a ready to use cement additive that eliminates
the need to only use potable/treated water for concreting.
Untreated water such as ground water, hard water could be used
in the concrete mix, without compromising the properties of the
concrete. In addition to eliminating the cost of treated
water/setting up water treatment plants, CONCARE B-14 also
eliminates the use of most other admixtures used for achieving
various properties.

CONCARE B-14 is protected under the Patent Act.

Advantages of CONCARE B-14

® [t reduces corrosion to steel reinforcement.
® [t saves cement equivalent to twice of its
quantity. Thus it contributes in economy

It improves/maintains alkalinity of
concrete mass.
[t is free of chlorides and sulfates.

It improves strength and durability of
concrete.

It improves density and compactness of
concrete

It significantly reduces water permeability

of concrete
It resists chloride attack in wet and
hardened concrete.

Area of Uses

and environment protection. (1 ton of
cement produced, generates 1 ton of CO2)
It saves precious drinking water which is
normally used for concrete.

It doesn't generate any pollution during its
manufacturing & eliminates any effluent
during its use in concrete.

All concrete floors, car parks, industrial floors, concrete
roads, concrete terraces, bridges, basements, road

construction, infrastructure construction, etc.

* conditions apply
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Dosage

The dosage of CONCARE B-14 is:
3% of cement content upto 380 kg/m?
5% of cement content more 380 kg/m’

Precautions

Protect CONCARE B-14 from humidity and water before its use.

Storage

CONCARE B-14 has an unlimited shelf life, provided it is stored in
dry and covered place.

Safety

CONCARE B-14 is safe and has neither hazardous nor explosive
value.

iﬁ ' Packaging

-"'q CONCARE B-14 is available in 25 kg high density bags.
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Physical Properties

Appearance Blackish Grey Powder
Chlorides Nil

Sulphates Nil

Consistency 51.25% (IS 4031)
Soundness
(Le Chatleier Method) 5:00"mm
Fineness in Blaine 324 Kg/M?
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The information indicated here is true to the best of our knowledge. However, no performance warranty/guaranty is implied
on our products as the conditions of use and the skill and the quality of man power used is beyond our control.

Marketed by- ﬁ
POLY FLEX

Manufactured by-
Office: A-229, Antophill Warehousing Complex, Vidyalankar NATURAL SOLUTION
College Road, Wadala (E), Mumbai- 400037, India. -
TelNo: +91-22-40655333 Fax: +91-22-24162 885 Vadodara, Gujarat, India.
Email: polyflex@polyflex.co.in Website: www.polyflex.co.in Website: www.nscon.in
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